
Photovoltaic modu
36 cells – multicristall
Wp: 125-130-135-140-145Wp: 125 130 135 140 145

Output power always exceedes nominal value. Power tolerance: -0/+3%

Characteristics
and performance

Weather resistance 

Reliable design

Easy and safe installation

High efficiencyHigh efficiency

ules AP 36 ST series
ine silicon

Product warrantyy
5 year product warranty *

Performance warranty
12 year warranty at 90% of the

nominal power*p

25 year warranty at 80% of the

nominal power *

Quality & Environmental
Quality System in compliance with

UNI EN ISO 9001:2008

Environmental Managing System in

compliance with UNI EN ISO 14001:2004

*If properly installed and  used according to the available

i t ti  f  t i  ti   d i tinstructions for storing, mounting, usage and maintenance

Product certifications

Safety Class II

Certification number
10-PPV-0009409/01-TIC

IEC 61215:2006-08
IEC 61730-2:2007-11



Photovoltaic Modu
Performance in standard conditions (STC): 1000 W/m2; Temperature
Model ST 1
Maximum Pow er Pmax (W) 1
Pow er tolerance %
Maximum Pow er Tension Vmpp (V) 16
Maximum Pow er Current Impp (A) 7
Open Circuit Tension Voc (V) 22
Short Circuit Current Isc (A) 7
Fill Factor % 71
Cell Eff iciency % 14Cell Eff iciency % 14
Module eff iciency % 1
Maximum voltage (VDC)
NOCT (°C)
Pmax temperature coeff icient %/ °C
Isc temperature coeff icient %/ °C
Voc temperature coeff icient %/ °C
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Present Technical Data Sheet comply with request of std. EN50380: 2003 - 09

Product available from 2010 - Made in Italy -

les AP 36 ST series
e 25 °C; AM 1.5
125 130 135 140 145
125 130 135 140 145
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7,51 7,67 7,82 7,98 8,14
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Design

Front High transparency 4mm tempered glass
Cells 36 cells multcristallin silicon 156 x 156mm
Encapsulant EVA (Etylene - Vinyle Acetate co/polymer)
Back White polymeric laminate
Profile Anodized Aluminum 6060
unction Box IP 65 ( IEC 60529) - Class II (DIN VDE 0106)

Wires n°2 unipolar wires 4mm2, rapid clutch, 1m

Dimensions
Lenght (mm) 1504
Width (mm) 678
Profile Thickness (mm) 45
Weight (Kg) 14
Front Glass Thickness (mm) 4

Holes

Mounting holes 4 holes (9mm x 16mm) at a distance of
1000mm - Centered on the long side

Ground holes 4 holes  (5mm) - Centered on each side

Drain holes 2 drain holes (7mm) on each side
100mm from the corners
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ts without notice.


