
AD HOC112

KIT VALVOLE
valves KIT (pag. 124)

 valvole disponibili/
 Suitable valves

manual termostatic

1 1 4  1T  + 14 4
1 2 4  2T  + 14 4
1 3 4  3T  + 14 4
1 4 4
1 5 4  5T  4
1 6 4
1 7 4  

1 8 4  8T  + 14 4
1 9  9T  + 14 4
1 10 4  10T  + 14 4
1 11 4
1 12 4
1 13 4

 h d L  i
(mm) (mm) (mm) (lt) (W) (mm)

∆t 50° ∆t 30°

H 1800-3 1800 74 300 0,12 630 347 - 1780
H 1800-5 1800 74 500 0,20 1050 578 - 1780
H 1800-10 1800 74 1000 0,40 2100 1155 - 1780
H 1000-10 1000 74 1000 0,22 1160 638 - 1780

rigone

1800

L+
 90

H - 2
0

L = (n°el. x 100) 

32
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D 50

*Inserendo il diaframma fornito a kit
*By mounting the diaphragm

dimensioni espresse in millimetri dimension expressed in millimetres
potenza espressa in Watt Output expressed in watt
Radiatore in alluminio. Aluminium radiator.

finiture / Finishing
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CONNESSIONI/CONNeCTIONs




