
115AD HOC

KIT VALVOLE
valves KIT (pag. 124)

 valvole disponibili/
 Suitable valves

manual termostatic

1 1 4  1T  + 14 4
1 2 4  2T  + 14 4
1 3 4  3T  + 14 4
1 4 4
1 5 4  5T  4
1 6 4
1 7 4  

1 8 4  8T  + 14 4
1 9  9T  + 14 4
1 10 4  10T  + 14 4
1 11 4
1 12 4
1 13 4

the wall
dimensioni espresse in millimetri dimension expressed in millimetres
potenza espressa in Watt Output expressed in watt
Radiatore in alluminio. Aluminium radiator.

 h d L  i
(mm) (mm) (mm) (lt) (W) (mm)

∆t 50° ∆t 30°

h 1800* 1800 55 290 1,00 432 238 450 50
h 1800 1800 55 540 2,00 780 429 800 415
h 1800 1800 55 790 3,00 1296 713 1200 665
h 2100* 2100 55 290 1,16 506 278 450 50
h 2100 2100 55 540 2,32 920 506 1000 415
h 2100 2100 55 790 3,48 1520 836 1500 665

INOx

*Solo in conformazione verticale con valvola Monotubo (fornita) 
*only vertical mounting with monotube valve

H

L

38

300

415

35
22

50

84D

H - 130

H

L

38

300

415

35
22

50

84D

H - 130

finiture / Finishing

  
RAL

  
LUx

  
SAT

Kit base di elettrificazione (riempimento e resistenza)
Basic elettrification kit (filling and electric element)
Termostati / thermostats (pag. 126) 

130 330

*Inserendo il diaframma fornito a kit
*By mounting the diaphragm

100 110

300 310
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CONNESSIONI/CONNeCTIONs

460




