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KIT VALVOLE
valves KIT (pag. 124)

 valvole disponibili/
 Suitable valves

manual termostatic

1 1 4  1T  + 14 4
1 2 4  2T  + 14 4
1 3 4  3T  + 14 4
1 4 4
1 5 4  5T  4
1 6 4
1 7 4   7  4 

1 8 4  8T  + 14 4
1 9  9T  + 14 4
1 10 4  10T  + 14 4
1 11 4
1 12 4
1 13 4

 h d L  i i
(mm) (mm) (mm) (lt) (W) (mm) (mm)

∆t 50° ∆t 30°

h 1800-4 1800 67 465 2,1 780 429 - 1774 365
h 1800-5 1800 67 570 2,6 975 536 - 1774 470
h 1800-6 1800 67 675 3,1 1170 644 - 1774 575
h 1800-4   plus 1800 67 465 2,1 1440 792 - 1774 365
h 1800-5  plus 1800 67 570 2,6 1855 1020 - 1774 470
h 1800-6 plus 1800 67 675 3,1 2270 1248 - 1774 575
L 1800-4 465 68 1800 2,1 726 399 - 365 1774
L 1800-5 570 68 1800 2,6 907 499 - 470 1774
L 1800-6 675 68 1800 3,1 1088 598 - 575 1774

format S
dimensioni espresse in millimetri dimension expressed in millimetres
potenza espressa in Watt Output expressed in watt
Radiatore in alluminio Aluminium radiator
disponibile in versione orizzontale e verticale. Available horizontal and vertical version.
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*Inserendo il diaframma fornito a kit
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CONNESSIONI/CONNeCTIONs
fORmAT S-h fORmAT S-h plus




